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Project 21661
Quantity Luminaire (Luminous emittance)

37 DIALux - 100W LED Solar Light
Luminous emittance 1
Fitting: 1x
Light output ratio: 100.04%
Lamp luminous flux: 15999 lm
Luminaire luminous flux: 16006 lm
Power: 100.0 W
Luminous efficacy: 160.1 lm/W

See our luminaire catalog for
an image of the luminaire.

Total lamp luminous flux: 591963 lm, Total luminaire luminous flux: 592222 lm, Total Load: 3700.0 W, Luminous efficacy: 160.1 lm/W
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Site 1 (4)
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Site 1 (3), Illuminance values in [lx]
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Site 1 (6), Illuminance values in [lx]
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Site 1 (8), Illuminance values in [lx]
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Site 1 (10), Illuminance values in [lx]
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Site 1 (11)

Scale: 1 : 1567
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Site 1

DIALux 100W LED Solar Light

No. X [m] Y [m] Mounting height [m] Light loss factor

1 47.632 101.990 8.000 0.80
2 65.816 88.577 8.000 0.80
3 75.556 60.508 8.000 0.80
4 98.147 46.284 8.000 0.80
5 129.613 44.434 8.000 0.80
6 144.937 32.463 8.000 0.80
7 44.541 117.441 8.000 0.80
8 43.896 116.171 8.800 0.80
9 61.311 106.456 8.800 0.80
10 61.956 107.727 8.000 0.80
11 144.578 47.119 8.800 0.80
12 145.533 48.176 8.000 0.80
13 159.462 33.783 8.800 0.80
14 160.414 34.844 8.000 0.80
15 127.646 115.590 8.800 0.80
16 126.367 116.218 8.000 0.80
17 137.429 133.032 8.800 0.80
18 136.150 133.660 8.000 0.80
19 160.376 50.023 8.000 0.80
20 144.846 63.462 8.000 0.80
21 139.140 73.415 8.000 0.80
22 135.431 96.065 8.000 0.80
23 141.258 119.158 8.000 0.80
24 151.173 136.600 8.000 0.80
25 132.675 147.190 8.000 0.80
26 122.739 129.944 8.000 0.80
27 105.647 114.306 8.000 0.80
28 80.650 110.928 8.000 0.80
29 58.441 122.400 8.000 0.80
30 80.584 75.481 8.000 0.80
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No. X [m] Y [m] Mounting height [m] Light loss factor

31 91.402 59.713 8.000 0.80
32 109.042 56.447 8.000 0.80
33 122.949 65.330 8.000 0.80
34 127.218 83.660 8.000 0.80
35 116.752 99.489 8.000 0.80
36 99.072 102.776 8.000 0.80
37 84.120 92.661 8.000 0.80
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Site 1

Light loss factor: 0.80

General
Surface Result Average Min Max Min/average Min/max

1 Calculation surface 1 Perpendicular illuminance [lx]
Height: 0.100 m

55.4 19.9 97.0 0.36 0.21
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Calculation surface 1 / Perpendicular illuminance

Light loss factor: 0.80

Calculation surface 1: Perpendicular illuminance (Grid)
Light scene: Light scene 1
Average: 55.4 lx, Min: 19.9 lx, Max: 97.0 lx, Min/average: 0.36, Min/max: 0.21
Height: 0.100 m
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Isolines [lx]

Scale: 1 : 759
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False colors [lx]

Scale: 1 : 759
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Value grid [lx]

Scale: 1 : 759
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