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Project 21662
Quantity Luminaire (Luminous emittance)

31 DIALux - 100W LED Solar Light
Luminous emittance 1
Fitting: 1x
Light output ratio: 100.04%
Lamp luminous flux: 15999 lm
Luminaire luminous flux: 16006 lm
Power: 100.0 W
Luminous efficacy: 160.1 lm/W

See our luminaire catalog for
an image of the luminaire.

Total lamp luminous flux: 495969 lm, Total luminaire luminous flux: 496186 lm, Total Load: 3100.0 W, Luminous efficacy: 160.1 lm/W
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Project 21662

Site 1 (3)
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Site 1 (4), Illuminance values in [lx]
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Site 1 (5)
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Site 1 (6), Illuminance values in [lx]
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Site 1 (7)
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Site 1 (8), Illuminance values in [lx]
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Site 1 (9)

Scale: 1 : 1318
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Site 1

DIALux 100W LED Solar Light

No. X [m] Y [m] Mounting height [m] Light loss factor

1 24.612 64.992 8.000 0.80
2 45.101 62.545 8.000 0.80
3 65.138 60.457 8.000 0.80
4 85.789 59.177 8.000 0.80
5 106.274 58.510 8.000 0.80
6 126.709 58.330 8.000 0.80
7 147.220 58.550 8.000 0.80
8 166.459 82.723 8.000 0.80
9 146.622 81.864 8.000 0.80
10 126.768 81.869 8.000 0.80
11 106.844 82.267 8.000 0.80
12 86.997 82.988 8.000 0.80
13 67.467 84.266 8.000 0.80
14 47.316 86.010 8.000 0.80
15 27.593 88.231 8.000 0.80
16 15.968 76.669 8.000 0.80
17 16.146 78.066 8.758 0.80
18 35.964 74.447 8.000 0.80
19 36.142 75.844 8.758 0.80
20 56.119 72.504 8.000 0.80
21 56.180 73.910 8.758 0.80
22 76.232 70.848 8.000 0.80
23 76.283 72.255 8.758 0.80
24 96.499 70.015 8.000 0.80
25 96.539 71.423 8.758 0.80
26 116.736 69.766 8.000 0.80
27 116.732 71.174 8.758 0.80
28 136.875 69.460 8.000 0.80
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No. X [m] Y [m] Mounting height [m] Light loss factor

29 136.871 70.868 8.758 0.80
30 156.998 69.836 8.000 0.80
31 156.994 71.244 8.758 0.80
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Site 1

Light loss factor: 0.80

General
Surface Result Average Min Max Min/average Min/max

1 Roadway 1 Perpendicular illuminance [lx]
Height: 0.100 m

72.8 48.6 102 0.67 0.48

2 Roadway 2 Perpendicular illuminance [lx]
Height: 0.100 m

73.6 48.5 105 0.66 0.46
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Roadway 1 / Perpendicular illuminance

Light loss factor: 0.80

Roadway 1: Perpendicular illuminance (Grid)
Light scene: Light scene 1
Average: 72.8 lx, Min: 48.6 lx, Max: 102 lx, Min/average: 0.67, Min/max: 0.48
Height: 0.100 m

Isolines [lx]

Scale: 1 : 338
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False colors [lx]

Scale: 1 : 338

Value grid [lx]

Scale: 1 : 338
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Roadway 2 / Perpendicular illuminance

Light loss factor: 0.80

Roadway 2: Perpendicular illuminance (Grid)
Light scene: Light scene 1
Average: 73.6 lx, Min: 48.5 lx, Max: 105 lx, Min/average: 0.66, Min/max: 0.46
Height: 0.100 m

Isolines [lx]

Scale: 1 : 342
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False colors [lx]

Scale: 1 : 342

Value grid [lx]

Scale: 1 : 342
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