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One, Product overview

This product is used in this system to display the specific information of street lighting
equipment and automatically update. Real-time data and historical data can be checked if
you want, and you can grasp the operation status of street lighting equipment anytime
and anywhere. It supports various operations on the device, such as turning on lights,

turning off lights, adjusting device brightness, and modifying device parameters.

Two, login page

Open the webpage (http://solarlampmonitor.com/), enter the login registration
interface, if you have an account, enter the user name and password, and click the "Login"
button to log in. After successful login, different pages will be displayed according to the

type of login account;




Street lamp intelligent monitoring system

Three, system overview

3.1 Project list

Display the information of all projects under the account (total number of projects,

total number of lights, total power generation, number of lights controlled, number of

lights controlled alarms), project list information, and added items.
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3.1.2 Edit project
Click [Edit] to modify the details of this item, or click [Delete item], and you will be
prompted to enter the password for confirmation. You need to enter the password of

your account to delete this item.

Edit project

*Project | pro2

113.00357320443045 “Latitude | 22554007925515847

kBRI SEETIE

3.1.3 Parameter setting
Click [Parameter] to modify the[Load parameters][Battery parameters] of all street

lights in this project.

Parameter setting

[RECPEER  Batiery parameters.

Parameter template
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3.1.4 Turn on and turn off lights
Select one item or select multiple items, and then click [Turn on light] [Turn off light]
to modify the turn-on time, turn-on brightness, and turn-off time of all street lights in this

project.

3.1.5 Update data
Select one item or select multiple items, and then click [Update Data] to update the

latest data of this item.
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3.2 Enter Project

Click the account name of [Project Name] or [Enter Project] to jump to the project

management interface and query the project details.
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Four, project management

The project management page displays the project name, creation date and company
address related information. Contains the functions of creating road segments and
adding equipment. The overview on the right shows the total number of installed
machines, the number of online, the number of lights, and the number of alarms. (You can
individually select a street lamp to edit the light to turn on, turn off the light, update data,

delete light control, modify information, view historical data, modify parameters)
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4.1 Light Control List
The project management interface displays the data and status of all street lighting
equipment under the user's current project. You can switch items through the drawer tree
on the left to query all lighting control information under different projects or different

road sections.
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4.1.1 Create Section

Click [Create Section] to create a new link.

Create Section
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4.1.2 Add device
Click [Add LightControl] , you can add light controls individually or in batches; when
you click [Batch add Lamp Control] , you can download a case template. Only fill in the

required information in the template to upload in batches.

Announcement : No Message o seasn - (@) smueres

sysinfo
DME0-GPRt %
— Project TimeZone ; UTC+8 3 R .
Craale Saction of nstalied Total Alarms
Company Address : EES
Alarm
UserManagement
ot D) | Lionts on Alarm(2) D) Search PN or Lamp N Field management
Street Lamo Gontrol_ eary Battery Battery
= = ST pawme  sgra  pelemp eewer LR sstew DR emes %0 wmpesim  Operstion
No. - = currenta) P status capacity o

[ 0 ERABSER  AO0195101. s 0

O 2 ewo BRABEEE  V48100200. 0

[mE .} BABEER  GO0201700 e ] o s 0.00 [ Not charging 35 Battery po... 25

O 4 MPL.  BABSER  GAS201800 < o 0 100 1238 0.00 0 Not charging &1 normal 28

o s 2 ERABSER  A00195102. 2l o 0 103 000 o Not charging [ Battery po. kS

O s 3 BB A00105102. e 0 0 108 0.00 0 Not charging o Battery po... =

O 7 46 ERABSER  GODA50202 20700818 ] o 120 000 o Not charging 85 nomal 25

O s 4 BABEE  GO0AS0202 2T o 0 120 0.00 o Not charging ES nommat 25

O e 46 ERABSER Y202006121. 0

[0 10 SNE. EGAZER  GO0201700. 2008 66 o 131 0.04 1 Boost char 100 Battery po... 25

O 11 6NE. BNAEE  GO0201700 20200626 63 o 19 0.00 [ Not charging o Battery po... )

= Sial 20200526 ann P e i i

a Goto Soipage - | Total 18

* 1amp No

Longitude

“ Devices section | BRABEEE

Latitude

Add LightControl

Networking mode

Shaw more

Batch add

Drag the "XLS" file here or cl

How to make “is” file O

11



Street lamp intelligent monitoring system

4.1.3 Light Control Page
In the upper right corner, you can see the number of installed machines, the number
of online, the number of lights, the number of alarms, a series of related information on

the page light control, and so on.
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4.1.4 Field Management
Click [Field management] to select various function pages of the two modules

[System Data] and [Real-time Data] to display.

Field management

System Data
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Real-Time Data
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4.1.5 Export function

Click the

Sysinfo

GlsMap

Alarm

UserManagement.

SystemConfigy

[Export] button to export all the light control information of this project.
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4.1.6 Modify light control

Click the [Edit] button to modify the related information of this light control.

Edit Lamp
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4.1.7 Historical data

Click the [History] button, and the page can view street lights, charge and discharge
capacity, battery and solar panel information. The sampling period is 5 minutes for one
piece of data, and extreme value statistics are also performed. List data can be exported

with text function.

History Data

Sampling period-SMinutes 1day | 3day | 7day | 14day = 08-26 -08-26 |Confim
s <+ Statistical

Max Voltage
Max Current

Max Power

2020-08-26 13:04:14
o current: 0.03A

Max Brightness
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Five, GIS map
5.1 View the map

Users can click [Navigation Bar] GIS Map on the left to enter the "GIS Map" page,
and after entering, they can view the overview of the items under the current account in
the details bar on the right and display them on the map. Users can click on the icon
representing the item on the map to enter The equipment distribution map of this project

can also be viewed in the drawer tree on the left to enter the selected project, as

shown in the following figure:
Annguncement - No Message % @ English o SRNE_Test1
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uuuuuuu
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5.2 Map item details
Users can view the project equipment details and equipment list on the right side of
the project map, and visualize the equipment in the project on the map. Hover the mouse
over the equipment icon on the map to view the equipment overview, click [equipment
icon] orinthe equipment list Click the device name to view the device details, and also to
turn on, turn off the lights, and update the data of the selected device. You can also filter

the devices in the corresponding state through the status bar on the left.
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Six, alarm management

6.1 View alarm information

Click [Alarm Management] on the left, we can see the alarm information under this

account. We can delete the alarms individually or in batches. Of course, you can also click

the [Alarm Type, Status, Date] Perform precise search, and [Generate Work Order] for

alarm events, as shown below:
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Click the [Generate Work Order] button, fill in the relevant information, and click OK

to seeitonthe [Work Order Management] page.

6.3 Create service engineer
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To process the work order, you need to [Create service engineer] first, and you can
switch to the Maintenance Person page on the top page of the page. On this page, you

can add, edit, and delete maintenance personnel, as shown in the following figure:

evouecanasivesge R
Alarm Management  Work Order Management \
—

o|oialo
3 W%
<]
ki
=]

6.3.1 Set permissions for maintenance personnel

In the newly added maintenance personnel, you need to set the authority of [View
items] for the maintenance personnel, so that the maintenance personnel can see the
work orders that need to be processed, and the [Edit] maintenance personnel can
modify the maintenance personnel's name, remarks, and view project authority

information. As shown below:
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Inthe [Edit] work order form, you can modify the work order status, processor,

completion time, upload equipment related pictures and other functions.

19
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Seven, User Management
Click [User Management] on the left to display the [User] and [User Group]
modules.
7.1 User list
Users can view all subordinate users of the current account and edit user information,
modify subordinate user permissions, enable and disable subordinate users, delete users,

and add users on the [User] page, as shown in the figure:
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7.1.1 Add user

Click [Add User], when adding a user, you need to set the relevant account password,

select the relevant user role, each user role has different permissions.
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7.1.2 Modify subordinate user permissions

Click the [Control Authority] icon ofanaccountto [To Authorize] the authority

of this item or [Cancel Authorize] the authority of this item. [Note: The subordinate

users created need to [To Authorize] this item, and the subordinate users can view the

related information of this item]

Control Authority

Project name

DME0-GPHIE

TR
W15
Guvhe

RS

010

BOERGT

IR

SRNE

FAZRASTE018

Set related permissions, your subordinate users can observe the related content of the

permission that has been turned on, or close the permission, the subordinates will not be

able to watch the corresponding content.
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7.2 User group
Users can view user groups and edit and delete user groups of the current account in

the [User Group] page, and can also add user groups, as shown in the following figure:

Announcem: ent : No Message (A @Engish ‘ SRNE_Test1
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Eight, System Config
The user clicks on the left navigation [System Config] to view the content of the
[Userlnfo, FlowRecharge, OperationLog , LampParamTemplate] module;
8.1 UserInfo
Users can edit personal information, change password and other operations on the

[Userinfo] page, as shown in the following figure:
Announcem: ient : No Message A @Engish O SRNE_Test1

Personal Info

Sysinfo

ProjectManagement

GisMap

Alarm

UserManagement-

SystemConfig  ~

Name: | SRNE Test! Phone Numt . 2
userinfo
FlowRecharge & . =
OperationLog
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Project Permissions: ReMark  appyEiFAE HAARFT | ~ ~
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8.2 FlowRecharge

Users can view the data loggers under the account in the [FlowRecharge] module,
filter and view the device information of different states, different items, and different
loading capacity, etc,, and can also use the PN number to perform a fuzzy search. The
operation button in the list can be used to check the device To recharge data, you can

view the [Recharge Record] in the tab bar above, as shown in the figure below:
Announcem ient : No Message 5 @ Engish O SRNE_Test1

Operation

OperationLog
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8.3 OperationLog

Inthe [OperationLog] module, users can view the operation information under the

account, filter log types, export logs, and print logs, as shown in the following figure:
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8.4 LampParamTemplate
Inthe [LampParamTemplate] module, users can view all parameter templates under
the account, filter template types, add new templates, edit templates, delete templates,

etc., as shown in the following figure:

Announcement : No Message £ @Engish
late LghiCUl  sensoroel — LoadSensorOnPo  Load SensorOffPo L oadTimes LoadSensorOnPo  Load SensorOffPo operation
Name power current(A) e ayTime(s) werl ‘wert werz werz o

s

A= USER1 0.90 10 40 00:30:00 50 20 00:30:00 70 20

WS Medium 090 10 15 00:30:00 50 20 00:30:00 70 20

tests 1111111 High 09 10 0 00:30:00 50 o 00:30:00 70

B Close 005 5 0 00:00:00 ES o 00:00:00 23
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8.4.1 New template

Click [Add Template] toadd [Load Parameters] and [Battery Parameters]. After
adding relevant information, you can keep it as a template. Next time you set the
parameters, you can select the relevant template instead of adding data and filling in the

relevant information. Data.

LightCtriDelay Time(s)
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