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DUST & SNOW CLEAN SOLAR POWER HIGH BRIGHTNESS FAULT ALARM  WATERPROOF IP66

PRODUCT DETAILS

Focus On Creating High-quality Solar Lights

((.)) Motion sensor

LED chip

Lamp housing

.| Universal join ‘

Aluminum profile

Die-cast aluminum

Mono solar panels High photoelectric conversion rate, fast
storage peed. with high photoelectric conversion effiency
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Service life up to Conversion rate up Adopt anti-oxidation
30 years to 21% waterproof connector



High Charging Efficiency Gontroller

can automaically adjustthe output power according to weather changing.

Qualification Rate 99. 9 %

Automatic Time Control Mode Motion Sensor Contral Mode(optional)

LITHIUM BATTERY

Can work at temperatures from -30°C to +50°C

AN A

Ternary lithium battery Lithium iron phosphate battery
800 cycles 1200 cycles

MODULE LIGHT SOURCE AND SENSOR

Philips Chip 3030/5050 With Higher Lumen 130-170LM/W
Detect human presence, adjust brightness.
Waterproof grade IP67




ISOLAR PANEL EQUIPMENT

Our product facilities are complete

LIGHTING EQUIPMENTI
Our product facilities are complete

I LIGHT POLE EQUIPMENT

Our product facilities are complete

i

BATTERY EQUIPMENTI

Our product facilities are complete




Specification
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Parameter

Solar Panel Power
Max LED Power

Battery Capacity

Lumens

L*W*H

Mounting Height
Mounting Space

General

Solar Panel

LED Chip
Battery
Viewing Angle

Charge Time

ML-ST-40

60W

40W

18Ah*12.8V
6400 Im
685*350%175mm
4-6m

15-20m

Back up Raining days

Working Temperature

Colour Temperature

Lamps Material
Certificate

Warranty period

ML-ST-60

80W

60W

24Ah*12.8V
9600 Im
1040*350*175mm
6-8m

20-25m

ML-ST-80

100W

80W

30Ah*12.8V
12800 Im
1220%*350*175mm
7-9m

25-30m

ML-ST-100

140W

100W

36Ah*12.8V
16000 Im

1310*425*160mm

A-Class, Mono-crystalline silicon, Efficiency 21%, 25 years Lifespan

CREE3030 rom USA with high brightness, 50 000 hours Lifespan

A-class LiFePO4 Lithium battery, 8-10 years Lifespan

80°x150°

4-6 hours (in strong enough sunshine)

3-5 days
-20C~+70C

6000k or 5000K

All Die-Casting Aluminium Alloy

TUV/CE / ROHS / IP65/CB/IECEE/COC/ IP67/IK10

3 years

ML-ST-120

150W

120W

42Ah*12.8V
19200 Im
1470*425*160 mm
8-10m

30-35m


聂晶
高亮


40W ST All-in-One Solar Street Light




60W ST All-in-One Solar Street Light




80W~100W ST All-in-One Solar Street Light




120W ST All-in-One Solar Street Light
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